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wästberg

w202 Halo 26
David Chipperfield

w171 Alma 38
Tham & Videgård

w224 Alto pendant 14
Dirk Winkel

w164 Alto 40
Dirk Winkel

w225 Ion 06
Dirk Winkel

w221 Medium pendant  20
Claesson Koivisto Rune

w182 Pastille  32
Sam Hecht & Kim Colin

w181 Linier 36
Dirk Winkel

w227 Winkel Alu 04
Dirk Winkel

w162 Dalston 44
Sam Hecht & Kim Colin

w163 Lampyre 42
Inga Sempé

w222 Focal   18
David Chipperfield

w223 Pawson 16
John Pawson

w153 Île 46
Inga Sempé

w201 Extra small pendant 28
Claesson Koivisto Rune

w203 Ilumina  24
Ilse Crawford

w132 Nendo 52
Nendo

w102 Chipperfield  62
David Chipperfield

w127 Winkel 56
Dirk Winkel

w151 Extra large pendant  48
Claesson Koivisto Rune

w131 Bell   54
Claesson Koivisto Rune

w103 Sempé 58
Inga Sempé

Holocene No. 1 78
Ilse Crawford

Holocene No. 3 74
Jasper Morrison

Holocene No. 6 68
Ilse Crawford

Holocene No. 4 72
John Pawson 

Holocene No. 2 76
David Chipperfield

Holocene No. 5 70
David Chipperfield

Holocene No. 7 66
Ingegerd Råman

Holocene
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 Index by product 3

Holocene is our tribute to fire. 
Also to man. Together with leading 
architects and designers, we take a 
step backward in time, with the aim 
of restoring and recreating man’s 
age-old relationship to campfires 
and candlelight. 

This year the Holocene family has 
been significantly expanded, now 
comprising seven different candle-
holders and oil lamps – each with 
its own unique, intimate approach 
to fire.

2 Index by product

Products Our products are developed to an-
swer to fundamental human needs, 
both physical and emotional, and to 
adapt to them as they evolve and 
shift. This year is no exception, with 
many brand-new creations, as well 
as carefully re-engineered classics. 

Whether old or new, all of our prod-
ucts share the same uncompromis-
ing dedication to good light. We 
hope you enjoy exploring them.
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4 w227 Winkel alu Product specifications  w227 Winkel alu Product specifications Dimensions (mm) 5

Article-specific
information

Luminous intensity distribution (polar) w227 Winkel alu
Luminous flux: 497 lm
Efficacy: 60 lm / W

Physical

LED

Optics

Electronics

Technical
information

Mounting   Article-specific information
Material    Lamp body: aluminium
   Base & pin: steel
   Diffuser: acrylic
   Reflector & glare shade: polyamide
Colour   Article-specific information
Operation   Integrated dimmer switch
Net weight   Article-specific information
IP rating   20

  
Light source   COB LED (included) 
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)  3000 K 
Colour rendering index (CRI) 97
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

Diffuser    
Reflector
Glare protection

System power  8.2 W   
Voltage   100–240 V   
Light control   Dimmable   
Insulation class  III

b
Base
4.0 kg

Art. No.

227B20230
227B20530

p
Pin (hole ø 8/ø 16 mm cord integrated)
0.5 kg

Art. No.

227P20230
227P20530

Version
Mounting
Net weight 

Colour

  
Traffic white (RAL 9016) 
Jet black (RAL 9005) 

Available early 2023

Calculation surface 
Desk dimensions 1.6 × 0.8 m
Workplace area 0.6 × 0.6 m
Average illuminance (Em) 712 lx
Max. illuminance 1284 lx

Light calculation: single workplace
Fixture height: 0.40 m

Latest technical
information online

Price VAT excluded 330 EUR 275 EUR
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 w225 Ion Product specifications Dimensions (mm) 76 w225 Ion Product specifications

Article-specific
information

Luminous intensity distribution (polar) w225 Ion 3000 K narrow
Luminous flux: 574 lm
Efficacy: 70 lm / W

Physical

LED

Optics

Electronics

Technical
information

Mounting   Article-specific information
Material    Lamp body & wall bracket: aluminium
   Base & pin: steel
   Reflector & glare shade: polyamide
   Lens: polycarbonate
   Diffuser: acrylic
Colour   Article-specific information
Operation   Integrated dimmer switch
Net weight   Article-specific information
IP rating   20

  
Light source   COB LED (included) 
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)  Article-specific information
Colour rendering index (CRI) 97
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

Lens   Article-specific information
Reflector   Article-specific information
Diffuser   Article-specific information
Glare protection

System power  8.2 W   
Voltage   100–240 V   
Light control   Dimmable   
Insulation class  III

Beam angle / Optics

Wide / Reflector & diffuser
Wide / Reflector & diffuser

Accessories

Narrow / Lens 

Colour

Traffic white (RAL 9016)
Jet black (RAL 9005)

Art. No.

225B40400230W
225B40400530W

225-N01

b4040
Base
1.7 kg
3000 K

Version
Mounting
Net weight
Colour temperature (CCT)

Latest technical
information online

Calculation surface 
Desk dimensions 1.6 × 0.8 m
Workplace area 0.6 × 0.6 m
Average illuminance (Em) 712 lx
Max. illuminance 1284 lx

Light calculation: single workplace
Fixture height: 0.40 m

Available early 2023

w225 Ion 3000 K wide
Luminous flux: 497 lm
Efficacy: 60 lm / W

Price VAT excluded

425 EUR

Price VAT excluded

55 EUR
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Dimensions (mm)8 w225 Ion Product specifications  w225 Ion Product specifications Dimensions (mm) 9

Article-specific
information

Article-specific
information

Colour temperature (CCT)

2700 K
3000 K
2700 K
3000 K

225-W01

b9040
Base
1.8 kg

p4040
Pin (hole ø 8/ø 16 mm cord integrated)
0.3 kg
3000 K

Version
Mounting
Net weight

Version
Mounting
Net weight
Colour temperature (CCT)

Beam angle / Optics

Wide / Reflector & diffuser
Wide / Reflector & diffuser

Accessories

Narrow / Lens 

Beam angle / Optics

Narrow / Lens 
Narrow / Lens 
Narrow / Lens 
Narrow / Lens 

Colour

Traffic white (RAL 9016)
Jet black (RAL 9005)

Colour

Traffic white (RAL 9016)

Jet black (RAL 9005)

Art. No.

225P40400230W
225P40400530W

225-N01

Art. No.

225B90400227N
225B90400230N
225B90400527N
225B90400530N

Accessories

Wide / Reflector & diffuser

Price VAT excluded

Price VAT excluded

475 EUR

55 EUR

Price VAT excluded

345 EUR

Price VAT excluded

55 EUR
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Dimensions (mm)10 w225 Ion Product specifications  w225 Ion Product specifications Dimensions (mm) 11

Article-specific
information

Article-specific
information

br4040
Wall bracket
0.4 kg
3000 K

br90
Wall bracket
0.3 kg
3000 K

Version
Mounting
Net weight
Colour temperature (CCT)

Version
Mounting
Net weight
Colour temperature (CCT)

Beam angle / Optics

Wide / Reflector & diffuser
Wide / Reflector & diffuser

Accessories

Narrow / Lens 

Beam angle / Optics

Wide / Reflector & diffuser
Wide / Reflector & diffuser

Accessories

Narrow / Lens 

Colour

Traffic white (RAL 9016)
Jet black (RAL 9005)

Colour

Traffic white (RAL 9016)
Jet black (RAL 9005)

Art. No.

225BR900230W
225BR900530W

225-N01

Art. No.

225BR40400230W
225BR40400530W

225-N01

Price VAT excluded

315 EUR

Price VAT excluded

335 EUR

Price VAT excluded

55 EUR

Price VAT excluded

55 EUR
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Dimensions (mm)12 w225 Ion Product specifications

Article-specific
information

br0
Wall bracket
0.2 kg

Version
Mounting
Net weight

Beam angle / Optics

Narrow / Lens 
Narrow / Lens 
Narrow / Lens 
Narrow / Lens 

Colour

Traffic white (RAL 9016)

Jet black (RAL 9005)

Art. No.

225BR00227N
225BR00230N
225BR00527N
225BR00530N

Colour temperature (CCT)

2700 K
3000 K
2700 K
3000 K

225-W01

Accessories

Wide / Reflector & diffuser

Price VAT excluded

Price VAT excluded

295 EUR

55 EUR
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 w224 Alto pendant Product specifications Dimensions (mm) 1514 w224 Alto pendant Product specifications

Article-specific
information

Technical
information

Luminous intensity distribution (polar) w224 Alto pendant traffic white
Luminous flux: 10790 lm
Efficacy: 118 lm / W

Mounting   Canopy included
Material    Canopy, rod & lamp body: aluminium
   Reflector: polycarbonate
   Cover: glass
Colour   Article-specific information
Net weight   3.1 kg
Operation   External
IP rating   20

  
Light source   COB LED (included)
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)  3000 K
Colour rendering index (CRI) ≥ 90
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

Reflector   

System power  91 W   
Voltage   220–240 V   
Light control   DALI dim  
Insulation class  I

Physical

LED

Optics

Electronics

Colour

Traffic white (RAL 9016)
Jet black (RAL 9005)

Art. No.

224S102302
224S105302

Latest technical
information online

Price VAT excluded 1190 EUR
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 w223 Pawson Product specifications Dimensions (mm) 1716 w223 Pawson Product specifications

Material    Lamp body: marble/aluminium
   Lens: polycarbonate
   Dimmer housing on cord: ABS
Colour   Article-specific information
Net weight   Article-specific information
Operation   Dimmer switch on cord
IP rating   20

  
Light source   Integrated LED
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)  2700 K 
Colour rendering index (CRI) ≥ 95 
Luminous flux   82 lm
Efficacy   14 lm / W
Replaceable by a professional

Lens    

System power  6 W
Voltage   100–240 V
Light control   Dimmable
Insulation class  III

Physical

LED

Optics

Electronics

Article-specific
information

Technical
information

w223 Pawson marble w223 Pawson aluminium

Marble
5.1 kg

223T14027

Aluminium
1.2 kg

223T12027

Version
Net weight 

Art. No.  

Latest technical
information online

Price VAT excluded 2250 EUR 395 EUR
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 w222 Focal Product specifications Dimensions (mm) 1918 w222 Focal Product specifications

Mounting   Article-specific information
Material    Lamp body: aluminium
   Canopy: polycarbonate
   Lens: PMMA
   Reflector: polycarbonate
Colour   Article-specific information
Net weight   0.6 kg
Operation   External
IP rating   20

  
Light source   COB LED (included)
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)  2700 K 
Colour rendering index (CRI) 97
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

Reflector
Lens    

System power  9.5 W   
Voltage   220–240 V   
Light control   DALI dim
Insulation class  I
  

Physical

LED

Optics

Electronics

Article-specific
information

Technical
information

Luminous intensity distribution (polar)

w222 Focal c

w222 Focal
Luminous flux: 551 lm
Efficacy: 58 lm / W

Colour

Traffic white (RAL 9016)
Jet black (RAL 9005)
Pale red (NCS S 1010-Y90R)
Pale green (NCS S 2005-B50G)
Pale blue (NCS S 1010-R90B)

Art. No.

222C102272
222C105272
222C103272
222C101272
222C106272

Art. No.

222S102272
222S105272
222S103272
222S101272
222S106272

Art. No.

222W102272
222W105272
222W103272
222W101272
222W106272

c
Bracket – included

s
Canopy – included

w
Bracket – included

Version
Mounting

Latest technical
information online

Available early 2023

w222 Focal s w222 Focal w

Accessories

Casambi module DR-0601

Price VAT excluded 240 EUR

195 EUR

295 EUR 245 EUR
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 w221 Medium pendant Product specifications Dimensions (mm) 2120 w221 Medium pendant Product specifications

Article-specific
information

Technical
information

Luminous intensity distribution (polar) w221 Medium pendant s1 traffic white
Luminous flux: 614 lm
Efficacy: 54 lm / W

w221 Medium pendant s2 traffic white
Luminous flux: 922 lm
Efficacy: 83 lm / W

w221 Medium pendant s3 traffic white
Luminous flux: 1008 lm
Efficacy: 91 lm / W

Mounting    Canopy included
Material     Shade: aluminium
    Diffuser: acrylic
    Canopy: polycarbonate
Colour    Article-specific information
Net weight    Article-specific information
Operation    External
IP rating   20

  
Light source    LED (included)
Lifetime expectancy   L80 / 50,000 h
Colour temperature (CCT)   2700 K 
Colour rendering index (CRI)  ≥ 90
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

Diffuser   

System power   11 W   
Voltage    220–240 V   
Light control    Article-specific information  
Insulation class  II

Physical

LED

Optics

Electronics

Latest technical
information online

Colour

Traffic white (RAL 9016)

Jet black (RAL 9005)

Light control

Phase-cut dim 
DALI dim
Phase-cut dim 
DALI dim

Art. No.

221S102271
221S102272
221S105271
221S105272

Version
Net weight

s1
2.0 kg

Price VAT excluded

585 EUR
635 EUR
585 EUR
635 EUR
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 w221 Medium pendant Product specifications Dimensions (mm) 2322 w221 Medium pendant Product specifications

Article-specific
information

Article-specific
information

Colour

Traffic white (RAL 9016)

Jet black (RAL 9005)

Colour

Traffic white (RAL 9016)

Jet black (RAL 9005)

Light control

Phase-cut dim 
DALI dim
Phase-cut dim 
DALI dim

Light control

Phase-cut dim 
DALI dim
Phase-cut dim 
DALI dim

Art. No.

221S302271
221S302272
221S305271
221S305272

Art. No.

221S202271
221S202272
221S205271
221S205272

Version
Net weight

Version
Net weight

s3
3.0 kg

s2
2.3 kg

Dimensions (mm)

Price VAT excluded

735 EUR
785 EUR
735 EUR
785 EUR

Price VAT excluded

605 EUR
655 EUR
605 EUR
655 EUR
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 w203 Ilumina Product specifications Dimensions (mm) 2524 w203 Ilumina Product specifications

Material    Shade & base: aluminium/copper 
   Diffuser: polycarbonate 
   Reflectors, dimmer knob, internal structure: ABS
Colour   Article-specific information
Net weight   Article-specific information
Operation   Integrated sliding dimmer potentiometer
IP rating   20
 
  
Light source   COB LED (included)
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)  2700 K 
Colour rendering index (CRI) ≥ 90 
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional
 

Double reflectors    
 

System power  8 W   
Voltage   100–240 V   
Light control   Dimmable   
Insulation class  III
 

Dimensions   L45 × W45 × H16.5 cm (0.03 m3)
Gross weight   Article-specific information

Physical 
 
 
 
 
 
 
 

LED 
 
  
 
 
 
 

Optics 
 

Electronics 
 
 
 
 

Packaging 
 

White (RAL 9003)
3.0 kg 
1.6 kg
 

203T100

Aluminium
3.0 kg
1.6 kg
 

203T200

Copper
5.0 kg
3.6 kg
 

203T300 
 

Version
Gross weight
Net weight 
 

Art. No.  
 

Article-specific
information

Technical 
information

Luminous intensity distribution (polar)

w203 Ilumina white w203 Ilumina aluminium w203 Ilumina copper

w203 Ilumina white
Luminous flux: 267 lm
Efficacy: 34 lm / W

Latest technical
information online

Price VAT excluded 580 EUR 650 EUR 1190 EUR
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Mounting   Canopy included
Material    Shade & bulb: mouth-blown opal glass
   Heat sink & top plate: aluminium
   Canopy: polycarbonate
Colour   White
Net weight   Article-specific information
Operation   External
IP rating   20

  
Light source   COB LED (included) 
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)  2700 K 
Colour rendering index (CRI) ≥ 95
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

System power  7.8 W    
Voltage   220–240 V   
Light control   Article-specific information   
Insulation class  III

Dimensions   Article-specific information
Gross weight   Article-specific information

Luminous intensity distribution (polar)

Physical

LED

Electronics

Packaging

Article-specific
information

w202 Halo s2
Luminous flux: 449 lm
Efficacy: 58 lm / W

w202 Halo s3
Luminous flux: 475 lm
Efficacy: 61 lm / W

w202 Halo s4
Luminous flux: 478 lm
Efficacy: 61 lm / W

 w202 Halo Product specifications Dimensions (mm) 2726 w202 Halo Product specifications

Technical
information

Latest technical
information online

Light control

Phase-cut dim 
DALI dim

Art. No.

202S200
202S2002

Art. No.

202S300
202S3002

Art. No.

202S400
202S4002

Version
Gross weight
Net weight 
Packaging dimensions 

s2
2.4 kg
1.2 kg
L31.4 × W29 × H39.1 cm (0.04 m3)

s3
2.3 kg
1.2 kg
L41.4 × W40 × H26.5 cm (0.04 m3)

s4
3.9 kg
2.4 kg
L51.1 × W49.3 × H32.5 cm (0.08 m3)

Phase-cut dim 
DALI dim

Price VAT excluded

380 EUR
400 EUR

400 EUR
420 EUR

440 EUR
460 EUR
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 w201 Extra small pendant Product specifications Dimensions (mm) 2928 w201 Extra small pendant Product specifications

Article-specific
information

Mounting    Canopy included
Material     Shade: solid aluminium 
    Reflector & diffuser prism: polycarbonate 
    Canopy: polycarbonate
Colour    Article-specific information
Net weight    Article-specific information
Operation    External
IP rating   20
 
  
Light source    COB LED (included)
Lifetime expectancy   L80 / 50,000 h
Colour temperature (CCT)   2700 K 
Colour rendering index (CRI)  97
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional
 

Prismatic diffuser
Reflector    
 

System power   7.8 W   
Voltage    220–240 V   
Light control    Article-specific information  
Insulation class  III
 

Dimensions    Article-specific information
Gross weight    Article-specific information

Physical 
 
 
 
 
 
 
 
 

LED 
  
 
 
 
 
 

Optics 
 
 

Electronics 
 
 
 
 

Packaging 
 

Technical 
information

Luminous intensity distribution (polar) w201 Extra small pendant s1 
traffic white
Luminous flux: 424 lm
Efficacy: 54 lm / W 

w201 Extra small pendant s2 
traffic white
Luminous flux: 446 lm
Efficacy: 57 lm / W 

w201 Extra small pendant s3
traffic white
Luminous flux: 446 lm
Efficacy: 57 lm / W 

Latest technical
information online

Colour 

Traffic white (RAL 9016) 

Jet black (RAL 9005) 

Light control 

Phase-cut dim 
DALI dim
Phase-cut dim 
DALI dim

Art. No. 

201S129016
201S1290162
201S129005
201S1290052

Version
Gross weight 
Net weight
Packaging dimensions

s1
0.6 kg
0.4 kg
L16 × W14 × H15 cm (0.003 m3)

Price VAT excluded 

240 EUR
260 EUR
240 EUR
260 EUR
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 w201 Extra small pendant Product specifications Dimensions (mm) 3130 w201 Extra small pendant Product specifications

Article-specific
information

Article-specific
information

Colour 

Traffic white (RAL 9016) 

Jet black (RAL 9005) 

Colour 

Traffic white (RAL 9016) 

Jet black (RAL 9005) 

Light control 

Phase-cut dim 
DALI dim
Phase-cut dim 
DALI dim

Light control 

Phase-cut dim 
DALI dim
Phase-cut dim 
DALI dim

Art. No. 

201S329016
201S3290162
201S329005
201S3290052

Art. No. 

201S229016
201S2290162
201S229005
201S2290052

Version
Gross weight 
Net weight
Packaging dimensions

Version
Gross weight 
Net weight
Packaging dimensions

s3
1.2 kg
0.8 kg
L20 × W20 × H13 cm (0.005 m3)

s2
1.0 kg
0.6 kg
L14 × W14 × H17 cm (0.003 m3)

Dimensions (mm)

Price VAT excluded 

280 EUR
300 EUR
280 EUR
300 EUR
 
 
 
 

Price VAT excluded 

260 EUR
280 EUR
260 EUR
280 EUR
 
 
 
 



wästberg

400

300

200

0° 15°15°30°

90°

75°

60°

45°

90°

75°

60°

45°

30°

201

390

14

195

192

155

110 55 max.

170
 C0/C180 cd
C90/C270

192

371

110 55 max.

170

w182 Pastille c2

2000

w182 Pastille b2 w182 Pastille c1

lx300 50020010050

Price list 2023

Mounting   Article-specific information
Material    Lamp body: biopolyamide; Reflector: ABS 
   Diffuser: polycarbonate; Table base/clamp: biopolyamide & steel
   Pin/bracket: biopolyamide; Floor stand: steel
Colour   Article-specific information
Net weight   Article-specific information
Operation   Integrated dimmer switch
IP rating   20

  
Light source   COB LED (included)
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)  2700 K 
Colour rendering index (CRI) 96
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

Diffuser    
Reflector

System power  7.3 W   
Voltage    100–240 V   
Light control   Dimmable   
Insulation class  III

Dimensions   Article-specific information
Gross weight   Article-specific information

Luminous intensity distribution (polar) w182 Pastille c2
Luminous flux: 457 lm
Efficacy: 63 lm / W

Physical

LED

Optics

Electronics

Packaging

b2
Base 
Long
L51.7 × W22.5 × H6.4 cm (0.007 m3)
3.3 kg
1.8 kg

Art. No.

182B20250
182B29011
182B26003
182B23009

c1
Clamp
Short
L51.7 × W22.5 × H6.4 cm (0.007 m3)
2.3 kg
0.8 kg

Art. No.

182C10250
182C19011
182C16003
182C13009 

c2
Clamp 
Long
L51.7 × W22.5 × H6.4 cm (0.007 m3)
2.3 kg
0.8 kg

Art. No.

182C20250
182C29011
182C26003 
182C23009

Version
Mounting
Arm
Packaging dimensions
Gross weight 
Net weight

Colour

  
Soft white (NCS 1002Y50R) 
Graphite black (RAL 9011)
Olive green (RAL 6003)
Oxide red (RAL 3009)

Article-specific
information

Technical
information

 w182 Pastille Product specifications Dimensions (mm) 3332 w182 Pastille Product specifications

Calculation surface 
Desk dimensions 1.6 × 0.8 m
Workplace area 0.6 × 0.6 m
Average illuminance (Em) 619 lx
Max. illuminance 1123 lx

Light calculation: single workplace
Fixture height: 0.34 m

Latest technical
information online

Price VAT excluded 325 EUR 280 EUR 300 EUR
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Dimensions (mm)34 w182 Pastille Product specifications

p2
Pin – Integrated (hole ø 20 mm)
Long
L51.7 × W22.5 × H6.4 cm (0.007 m3)
2.2 kg
0.7 kg

Art. No.

182P20250
182P29011
182P26003
182P23009

br1
Wall bracket 
Short
L51.7 × W22.5 × H6.4 cm (0.007 m3)
2.3 kg
0.8 kg

Art. No.

182BR10250
182BR19011
182BR16003
182BR13009

br2
Wall bracket
Long
L51.7 × W22.5 × H6.4 cm (0.007 m3)
2.3 kg
0.8 kg

Art. No.

182BR20250
182BR29011
182BR26003
182BR23009

Version
Mounting
Arm
Packaging dimensions
Gross weight 
Net weight

Colour

  
Soft white (NCS 1002Y50R) 
Graphite black (RAL 9011)
Olive green (RAL 6003)
Oxide red (RAL 3009)

Version
Mounting
Arm
Packaging dimensions
Gross weight 
Net weight

Colour

  
Soft white (NCS 1002Y50R) 
Graphite black (RAL 9011)
Olive green (RAL 6003)
Oxide red (RAL 3009)

Article-specific
information

Article-specific
information

 w182 Pastille Product specifications Dimensions (mm) 35

f2
Floor base
Long
L75.0 × W32.5 × H5.0 cm (0.01 m3)
4.8 kg
3.4 kg

Art. No. 

182F20250 
182F29011
182F26003
182F23009

Price VAT excluded 265 EUR 285 EURPrice VAT excluded 270 EUR 520 EUR
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w181 Linier

Price list 2023

Mounting   Canopy & 2 pcs ceiling brackets included
Material    Lamp body: aluminium; Louvre: polyamide
   Diffuser prism: PMMA; Canopy & bracket: ABS
Colour   Black
Net weight   1.7 kg
Operation   Article-specific information
IP rating   20

  
Light source   Integrated LED
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)  Article-specific information 
Colour rendering index (CRI) ≥ 90
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

Prismatic diffuser   
Louvre   UGR ≤ 19 / L65 ≤ 3000 cd/m²

System power  60 W   
Voltage   220–240 V   
Light control   Article-specific information  
Insulation class  II

Dimensions   L173 × W18 × H8 cm (0.03 m3)
Gross weight   2.4 kg

Luminous intensity distribution (polar)

Physical

LED

Optics

Electronics

Packaging

w181 Linier 4000 K
Luminous flux: 2380 lm
Efficacy: 40 lm / W

Colour temperature (CCT)

2700 K
3000 K
4000 K

Light control

Dimmable/Push dim/DALI dim
Dimmable/Push dim/DALI dim
Dimmable/Push dim/DALI dim

Operation

Integrated rotary dimmer/External
Integrated rotary dimmer/External
Integrated rotary dimmer/External

Art. No.

181S152705
181S153005
181S154005

Technical
information

 w181 Linier Product specifications Dimensions (mm) 3736 w181 Linier Product specifications

Mounting options (both versions included)

Article-specific
information

Calculation surface 
Desk dimensions 1.6 × 0.8 m
Desk height 0.75 m
Average illuminance (Em) 863 lx
Uniformity (U0) > 0.6

Light calculation: single workplace
Suspension height: 1.80 m
UGR ≤ 19 / L65 ≤ 3000 cd/m²

Latest technical
information online

Price VAT excluded

820 EUR
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Article-specific
information

Technical
information

Physical

LED

Electronics

Packaging

Mounting   Article-specific information
Material   Shade: aluminium
   Ceiling/wall bracket: steel 
   Canopy: polycarbonate
Colour   Article-specific information
Net weight   Article-specific information
Operation   Article-specific information
IP rating   20

   
Light source   1 x E27 socket – light source included
Lifetime expectancy   15,000 h
Colour temperature (CCT)   2700 K
Colour rendering index (CRI) ≥ 80
Replaceable light source by end-user

  
System power  Max. 12 W LED
Voltage   220–240 V
Light control   Article-specific information
Insulation class  II

Dimensions   L77 × W78 × H8 cm (0.05 m3)
Gross weight   Article-specific information

cw
Ceiling / wall
Bracket – included 
External
Phase-cut dim
4.0 kg
2.8 kg

Art. No.

171C/W19003
171C/W19002

s
Suspension
Canopy – included 
External
Phase-cut dim
3.8 kg
2.6 kg

Art. No.

171S19003
171S19002

w
Wall
Bracket – included 
Dimmer switch on cord
Dimmable
4.1 kg
2.9 kg

Art. No.

171W19003
171W19002

Version
Model
Mounting
Operation
Light control
Gross weight 
Net weight

Colour

  
Signal white (RAL 9003)
Grey white (RAL 9002)

 w171 Alma Product specifications Dimensions (mm) 3938 w171 Alma Product specifications

Luminous intensity distribution (polar) w171 Alma signal white
Luminous flux: 660 lm
Efficacy: 94 lm / W

Latest technical
information online

Price VAT excluded 395 EUR 435 EUR 535 EUR



wästberg

600

900

1200
135°

120°

105°

90°

135°

120°

90°

105°

180° 165° 150°165°150°

255

1920

185

360

 C0/C180 cd

 C90/C270

3000

w164 Alto

Price list 2023

Mounting   Free-standing  
Material   Aluminium
Colour   Article-specific information
Net weight   15.2 kg
Operation   Integrated rotary dimmer
IP rating   20
 
   
Light source   COB LED (included)
Lifetime expectancy   L80 / 50,000 h
Colour temperature (CCT)   3000 K
Colour rendering index (CRI) >90
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional
 
  
System power  50 W
Voltage   220–240 V
Light control   Dimmable
Insulation class  I
 

Dimensions   L195 × W22 × H27 cm (0.12 m3) 
Gross weight   23 kg

Luminous intensity distribution (polar)

Physical 
 
 
 
 
 
 

LED 
 
  
 
 
 
 

Electronics 
 
 
 
 

Packaging 
 

w164 Alto traffic white
Luminous flux: 4459 lm
Efficacy: 89 lm / W

Technical 
information

Colour 
 

Traffic white (RAL 9016)
Jet black (RAL 9005)

Art. No. 
 

164F102
164F105
 

Article-specific
information

 w164 Alto Product specifications Dimensions (mm) 4140 w164 Alto Product specifications

Latest technical
information online

Price VAT excluded 1395 EUR
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Article-specific
information

Technical 
information

Physical 
 
 
 
 

LED 
  

Electronics 
 
 
 
 

Packaging 
 

Material   Opal glass
Operation   Dimmer switch on cord
Net weight   Article-specific information
IP rating   20
 
 
Light source   Article-specific information
 
 
System power  Max. 24 W LED
Voltage   220–240 V
Light control   Dimmable
Insulation class  II
 

Dimensions   Article-specific information
Gross weight   Article-specific information

t1
White
1 x E14 socket – light source not included
L44 × W38 × H16 cm (0.03 m3)
2.5 kg
1.6 kg
 

163T100
 

t2
White
1 x E27 socket – light source not included
L63 × W58 × H24 cm (0.09 m3)
4.5 kg
4.2 kg
 

163T200
 

 w163 Lampyre Product specifications Dimensions (mm) 4342 w163 Lampyre Product specifications

Version
Colour  
Light source
Packaging dimensions
Gross weight 
Net weight 
 

Art. No.
 

Latest technical
information online

Price VAT excluded 495 EUR 765 EUR
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w162 Dalston s1 w162 Dalston s2

Price list 2023

Article-specific
information

Technical 
information

Physical 
 
 
 
 
 
 
 
 
 
 

LED 
 
 
 
 
 
 

Optics 
 
 

Electronics 
 
 
 
 

Packaging 
 

Mounting   Canopy – included
Material   Shade: aluminium / mouth-blown clear glass 
   LED engine: die-cast aluminium 
   Reflector & diffuser prism: polycarbonate 
   Canopy: polycarbonate
Cord   Textile cable
Colour   Article-specific information
Operation    External
Net weight   Article-specific information
IP rating   20
 
 
Light source   COB LED (included)
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)  2700 K
Colour rendering index (CRI) ≥ 90
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional
 

Prismatic diffuser
Reflector
 

System power  9 W   
Voltage   220–240 V   
Light control   Phase-cut dim   
Insulation class  I
 

Dimensions   Article-specific information
Gross weight   Article-specific information

s1 glass
L38 × W38 × H25 cm (0.04 m3)
2.8 kg
1.4 kg
 

Art. No. 
 

162S110001
162S120001
162S130001
162S140001
 

s1
L38 × W38 × H25 cm (0.04 m3)
2.6 kg
1.2 kg
 

Art. No. 
 

162S119011
162S127044
162S138011
162S146003 
 

s2
L44.5 × W44.5 × H25 cm (0.05 m3)
3.6 kg
1.6 kg
 

Art. No. 
 

162S219011
162S227044
162S238011
162S246003

Version
Packaging dimensions
Gross weight 
Net weight 
 

Colour 
 
  
Graphite black (RAL 9011)
Silk grey (RAL 7044) 
Nut brown (RAL 8011)
Olive green (RAL 6003)
 

Luminous intensity distribution (polar)

 w162 Dalston Product specifications Dimensions (mm) 4544 w162 Dalston Product specifications

w162 Dalston s1 silk grey
Luminous flux: 524 lm
Efficacy: 55 lm / W

w162 Dalston s2 silk grey
Luminous flux: 515 lm
Efficacy: 55 lm / W

w162 Dalston s1 glass
Luminous flux: 551 lm
Efficacy: 58 lm / W

See configurator on wastberg.com/products/w162-dalston for all colour combinations.

Latest technical
information online

w162 Dalston s1 glass

Price VAT excluded 375 EUR 375 EUR 405 EUR
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Article-specific
information

Technical
information

Physical

LED

Optics

Electronics

Packaging

Mounting   Base, clamp and wall-mounted
Material   Shade & base: aluminium
   Reflector: ABS
   Diffuser: PMMA
Colour   Article-specific information
Operation   Switch on cord
Net weight   0.4 kg
IP rating   20

   
Light source   COB LED (included)
Lifetime expectancy   L80 / 50,000 h
Colour temperature (CCT)   2700 K
Colour rendering index (CRI) 97
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

Reflector

  
System power  7.5 W
Voltage   100–240 V
Light control   On/Off
Insulation class  III

Dimensions   L21 × W21 × H11 cm (0.005 m3)
Gross weight   0.8 kg

Colour

Traffic white (RAL 9016)
Jet black (RAL 9005)
Poppy red (NCS S-0580 Y80R)
Sky blue (NCS S-0515R90B)
Light yellow (NCS S-1020 G80Y)
Grey brown (NCS S-5010 Y90R)
Petrol (NCS S-6530 B30G)

Art. No.

153M19016
153M19005
153M10580
153M10515
153M11020
153M15010
153M16530

 w153 Île Product specifications Dimensions (mm) 4746 w153 Île Product specifications

w153 Île
Luminous flux: 110 lm
Efficacy: 14 lm / W

Luminous intensity distribution (polar)

Latest technical
information online

Price VAT excluded 245 EUR
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w151 Extra large pendant s1

Price list 2023

Mounting   Canopy included
Material   Shade: aluminium
   Canopy: polycarbonate
   Diffuser: acrylic
Colour   Article-specific information
Net weight   Article-specific information
Operation   External
IP rating   20

   
Light source   Integrated LED
Lifetime expectancy   L80 / 50,000 h
Colour temperature (CCT)  Article-specific information
Colour rendering index (CRI) ≥ 90
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

Diffuser

System power  46 W   
Voltage   220–240 V   
Light control   Push dim / DALI dim  
Insulation class  I

Dimensions   Article-specific information
Gross weight   Article-specific information

Luminous intensity distribution (polar)

Physical

LED

Optics

Electronics

Packaging

Technical
information

Article-specific
information

Colour

Traffic white (RAL 9016)
Jet black (RAL 9005)
Red orange (RAL 2001)

Traffic white (RAL 9016)
Jet black (RAL 9005)
Red orange (RAL 2001)

Art. No.

151S1279016
151S1279005
151S1272001

151S1309016
151S1309005
151S1302001

 w151 Extra large pendant Product specifications Dimensions (mm) 4948 w151 Extra large pendant Product specifications

w151 Extra large pendant  s1 
3000 K / traffic white
Luminous flux: 4096 lm
Efficacy: 88 lm / W

w151 Extra large pendant s2 
3000 K / traffic white
Luminous flux: 4647 lm
Efficacy: 100 lm / W

w151 Extra large pendant s3 
3000 K / traffic white
Luminous flux: 5331 lm
Efficacy: 115 lm / W

Colour temperature (CCT)

2700 K

3000 K

Latest technical
information online

Version
Packaging dimensions
Gross weight
Net weight

s1
L55 × W55 × H134 cm (0.4 m3)
10 kg
5.5 kg

Price VAT excluded

2780 EUR

2780 EUR



wästberg

ø780

ø114

860

34

max. 4500

ø1300

ø114

450

34

max. 4500

w151 Extra large pendant s2 w151 Extra large pendant s3

Price list 2023

Dimensions (mm)

Article-specific
information

Article-specific
information

Colour

Traffic white (RAL 9016)
Jet black (RAL 9005)
Carmine red (RAL 3002)

Traffic white (RAL 9016)
Jet black (RAL 9005)
Carmine red (RAL 3002)

Art. No.

151S2279016
151S2279005
151S2273002

151S2309016
151S2309005
151S2303002

Colour

Traffic white (RAL 9016)
Jet black (RAL 9005)
Purple red (RAL 3004)

Traffic white (RAL 9016)
Jet black (RAL 9005)
Purple red (RAL 3004)

Art. No.

151S3279016
151S3279005
151S3273004

151S3309016
151S3309005
151S3303004

 w151 Extra large pendant Product specifications Dimensions (mm) 5150 w151 Extra large pendant Product specifications

Colour temperature (CCT)

2700 K

3000 K

Colour temperature (CCT)

2700 K

3000 K

Version
Packaging dimensions
Gross weight
Net weight

Version
Packaging dimensions
Gross weight
Net weight

s2
L89 × W89 × H93 cm (0.74 m3)
15 kg
6.5 kg

s3
L142 × W142 × H54 cm (1.09 m3)
24 kg
11.5 kg

Price VAT excluded

2990 EUR

2990 EUR

Price VAT excluded

3380 EUR

3380 EUR
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Price list 2023

Technical
information

Physical

LED

Optics

Electronics

Packaging

Mounting   Article-specific information
Material   Shade: aluminium; Base & pole: steel
   LED engine: aluminium & PMMA
   Canopy: polycarbonate
Colour   Article-specific information
Net weight   Article-specific information
Operation   Article-specific information
IP rating   20

   
Light source   Integrated LED
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)   2700 K
Colour rendering index (CRI) ≥ 90
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

Opal diffuser

  
System power  15 W   
Voltage   220–240 V   
Light control   Article-specific information  
Insulation class  I

Dimensions   Article-specific information
Gross weight   Article-specific information

Article-specific
information

s
Canopy and steel wire
attachment included
External
Phase-cut dim
L68.6 × W37.7 × H32.5 cm (0.09 m3)

5.6 kg
1.9 kg

Art. No.

132S102
132S105

Version
Mounting

Operation
Light control
Packaging dimensions

Gross weight 
Net weight 

Colour

  
Traffic white (RAL 9016)
Jet black (RAL 9005)

 w132 Nendo Product specifications Dimensions (mm) 5352 w132 Nendo Product specifications

w132 Nendo s traffic white
Luminous flux: 850 lm
Efficacy: 57 lm / W

Luminous intensity distribution (polar)

t
Base

Dimmer switch on cord
Dimmable
L68.6 × W37.7 × H33.7 cm (0.09 m3)

10.1 kg
6.3 kg

Art. No.

132T102
132T105

f
Floor base

Dimmer switch on cord
Dimmable
Box 1: L68.6 × W37.7 × H33.7 cm (0.09 m3) 
Box 2: L123.2 × W9.4 × H5.6 cm (0.006 m3)
Box 1: 10.1 kg / Box 2: 1.4 kg
7.0 kg

Art. No.

132F102
132F105

Latest technical
information online

Price VAT excluded 445 EUR 665 EUR 695 EUR
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Article-specific
information

Technical 
information

Physical 
 
 
 
 
 
 
 
 

LED 
 

Electronics 
 
 
 

Packaging 
 

Mounting   Canopy included 
Material   Shade: die-cast aluminium 
   Canopy: polyamide
Cord   Textile cable
Colour   Article-specific information
Operation   External
Net weight   0.6 kg
IP rating   20
 
   
Light source   GU10 socket – light source not included
 
  
System power  Max. 8 W LED
Voltage   110–240 V
Insulation class  II
 

Dimensions   L16 × W16.5 × H16 cm (0.005 m3)
Gross weight   1 kg
  

Colour 
 

Traffic white (RAL 9016)
Jet black (RAL 9005)
Silver grey
Pure orange (RAL 2004)
Zink yellow (RAL 1018)
Beige (RAL 1001)
Traffic red (RAL 3020)
Sapphire blue (RAL 5003)
Grass green (RAL 6010)
Sepia brown (RAL 8014)

Art. No. 
 

131S19016
131S19005 
131S11111
131S12004
131S11018
131S11001
131S13020
131S15003
131S16010
131S18014

 w131 Bell Product specifications Dimensions (mm) 5554 w131 Bell Product specifications

Latest technical
information online

Price VAT excluded 180 EUR
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Price list 2023

Luminous intensity distribution (polar) w127 Winkel
Luminous flux: 497 lm
Efficacy: 60 lm / W

Physical

LED

Optics

Electronics

Packaging

b2
Base 
Two arms
5.2 kg
2.4 kg

Art. No.

127B202
127B205
127B204

c2
Clamp
Two arms 
2.4 kg
0.8 kg

Art. No.

127C202
127C205
127C204

p2
Pin – integrated (hole ø 12 mm)
Two arms
2.2 kg
0.6 kg

Art. No.

127P202
127P205
127P204

Version
Mounting
Arm
Gross weight 
Net weight 

Colour

  
White 
Black 
Grey

Article-specific
information

Technical
information

Mounting   Article-specific information
Material    Lamp body, shade & glare shade: solid biopolyamide
   Heat sink: aluminium; Diffuser & reflector: polycarbonate
   Base/clamp: solid biopolyamide & steel
   Wall/Rail bracket: aluminium; Pin: stainless steel
Colour   Article-specific information
Operation   Integrated dimmer switch
Net weight   Article-specific information
IP rating   20

  
Light source   COB LED (included) 
Lifetime expectancy  L80 / 50,000 h
Colour temperature (CCT)  3000 K 
Colour rendering index (CRI) 97
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

Diffuser    
Reflector
Glare protection

System power  8.2 W   
Voltage   100–240 V   
Light control   Dimmable   
Insulation class  III

Dimensions   L54 × W38 × H10 cm (0.02 m3)
Gross weight   Article-specific information

 w127 Winkel Product specifications Dimensions (mm) 5756 w127 Winkel Product specifications

Calculation surface 
Desk dimensions 1.6 × 0.8 m
Workplace area 0.6 × 0.6 m
Average illuminance (Em) 712 lx
Max. illuminance 1284 lx

Light calculation: single workplace
Fixture height: 0.40 m

Latest technical
information online

Price VAT excluded 495 EUR 460 EUR 435 EUR
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 w103 Sempé Product specifications Dimensions (mm) 59

Luminous intensity distribution (polar)

Physical 
 
 
 
 
 
 
 

LED 
 
  
 
 
 
 

Optics 
 

Electronics 
 
 
 
 

Packaging 
 

Article-specific
information

Technical 
information

Mounting   Article-specific information
Material   Shade, LED engine & rail: aluminium 
   Diffuser & canopy: polycarbonate
Colour   Article-specific information
Operation   External
Net weight   Article-specific information
IP rating   20
 
   
Light source   Integrated LED
Lifetime expectancy   L80 / 50,000 h
Colour temperature (CCT)   2700 K
Colour rendering index (CRI) 97
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional
 
 
Diffuser 
 

System power  Article-specific information   
Voltage   220–240 V   
Light control   Phase-cut dim    
Insulation class  I
 

Dimensions   Article-specific information
Gross weight   Article-specific information

s1
Canopy included 

8.4 W
L36 × W36 × H21 cm (0.03 m3)
2.2 kg
0.9 kg
 

Art. No. 
 

103S19016 
103S19005
103S10580 
103S11020
103S15010
103S17697
 

s3
Canopy and steel wire 
attachment included
25.2 W
L127 × W37 × H24 cm (0.11 m3)
4.2 kg
2.7 kg
 

Art. No. 
 

103S39016
103S39005
 

103S35010

Version
Mounting 

System power
Packaging dimensions
Gross weight 
Net weight 
 

Colour 
 
  
Traffic white (RAL 9016) 
Jet black (RAL 9005)
Poppy red (NCS S-0580 Y80R)
Light yellow (NCS S-1020 G80Y)
Grey brown (NCS S-5010 Y90R)
Slate blue
 

58 w103 Sempé Product specifications

w103 Sempé s1 traffic white
Luminous flux: 414 lm
Efficacy: 49 lm / W

Latest technical
information online

Price VAT excluded 355 EUR 960 EUR
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 w103 Sempé Product specifications Dimensions (mm) 61

Article-specific
information

Technical
information

Physical

LED

Electronics

Packaging

Mounting   Article-specific information
Material   Shade & LED engine: aluminium
   Arm: aluminium & steel
   Base & clamp: iron
   Diffuser: polycarbonate
Colour   Article-specific information
Operation   Dimmer switch on cord
Net weight   Article-specific information
IP rating   20

   
Light source   Integrated LED
Lifetime expectancy   L80 / 50,000 h
Colour temperature (CCT)   2700 K
Colour rendering index (CRI) 97
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional

  
System power  8.4 W   
Voltage   100–240 V   
Light control   Dimmable   
Insulation class  III

Dimensions   L56.5 × W37 × H37 cm (0.08 m3)
Gross weight   Article-specific information

Version
Mounting
Gross weight
Net weight 

Colour

  
Traffic white (RAL 9016) 
Jet black (RAL 9005)
Grey brown (NCS S-5010 Y90R)

b
Base
5.5 kg
4.3 kg

Art. No.

103B19016 
103B19005
103B15010

c
Clamp 
2.0 kg
1.2 kg

Art. No.

103C19016
103C19005
103C15010

60 w103 Sempé Product specifications

Luminous intensity distribution (polar) w103 Sempé b traffic white
Luminous flux: 414 lm
Efficacy: 49 lm / W

Latest technical
information online

Price VAT excluded 595 EUR 460 EUR



wästberg

423

ø110

337
1126

ø220

394
400

500

300

200

0° 15°15°30°

90°

75°

60°

45°

90°

75°

60°

45°

30°

 C0/C180 cd

 C90/C270

1800 400 2036

w102 Chipperfield b w102 Chipperfield f

lx300 50020010050

Product catalogue 2023

Technical 
information

Physical 
 
 
 
 
 
 
 

LED 
 
 
 
 
 
 

Optics 
 
 

Electronics 
 
 
 
 

Packaging 
 

Mounting   Article-specific information
Material   Shade, arm, floor stand, base, wall bracket & pin: solid brass / steel 
   Dimmer housing on cord: ABS 
   Diffuser & reflector: polycarbonate
Operation   Article-specific information
Net weight   Article-specific information
IP rating   20
 
   
Light source   COB LED (included)
Lifetime expectancy   L80 / 50,000 h
Colour temperature (CCT)   2700 K
Colour rendering index (CRI) 97
Standard deviation of colour matching 3-step MacAdam
Replaceable by a professional
 

Diffuser
Reflector
 
 
System power  7.5 W   
Voltage   100–240 V   
Light control   Dimmable   
Insulation class  III
 

Dimensions   Article-specific information
Gross weight   Article-specific information

b
Base
Integrated dimmer switch
L51 × W36 × H12 cm (0.02 m3)
3.3 kg
2.3 kg
 

Art. No. 
 

102T100
102T105

 

Version
Mounting
Operation 
Packaging dimensions
Gross weight 
Net weight
 

Colour 
 

Brass 
Dark steel 
Brass / dark steel  

Article-specific
information

 w102 Chipperfield Product specifications Dimensions (mm) 6362 w102 Chipperfield Product specifications

Luminous intensity distribution (polar) w102 Chipperfield b
Luminous flux: 462 lm
Efficacy: 60 lm / W

f
Floor base
Dimmer switch on cord
L118 × W40 × H12 cm (0.06 m3)
8.4 kg
6.2 kg
 

Art. No. 
 

102F105
102F005

Calculation surface  
Desk dimensions 1.6 × 0.8 m
Workplace area 0.6 × 0.6 m
Average illuminance (Em) 654 lx
Max. illuminance 1083 lx

Light calculation: single workplace 
Fixture height: 0.40 m

Latest technical
information online

Price VAT excluded 685 EUR 1120 EUR
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Article-specific
information

64 w102 Chipperfield Product specifications

w
Wall bracket
Dimmer switch on cord
L36 × W30 × H12 cm (0.01 m3)
1.4 kg
0.8 kg

Art. No.

102W100
102W105

Version
Mounting
Operation 
Packaging dimensions
Gross weight 
Net weight

Colour

Brass 
Dark steel

p
Pin — integrated (hole ø 15 mm)
Integrated dimmer switch
L51 × W36 × H12 cm (0.02 m3)
1.9 kg
0.9 kg

Art. No.

102P100
102P105

Price VAT excluded 530 EUR 530 EUR
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ø42

Holocene No. 7: Ingegerd Råman
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 Holocene No. 7: Ingegerd Råman Product specifications Dimensions (mm) 6766 Holocene No. 7: Ingegerd Råman In situ

Article-specific
information

Candleholder / vase
Mouth-blown clear glass & stainless steel
L19.6 × W19.6 × H34.2 cm (0.01 m3)
1.1 kg
0.4 kg

H070101

Type
Material
Packaging dimensions
Gross weight 
Net weight

Art. No.

More information 
online

Price VAT excluded 205 EUR
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Holocene No. 6: Ilse Crawford
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 Holocene No. 6: Ilse Crawford Product specifications Dimensions (mm) 6968 Holocene No. 6: Ilse Crawford In situ

Article-specific
information

Candleholder
Brass
0.5 kg

H060101

Type
Material
Net weight

Art. No.

More information 
online

Price VAT excluded 175 EUR
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Holocene No. 5: David Chipperfield low Holocene No. 5: David Chipperfield high Holocene No. 5: David Chipperfield wall
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 Holocene No. 5: David Chipperfield Product specifications Dimensions (mm) 7170 Holocene No. 5: David Chipperfield In situ

Article-specific
information

Candleholder
Stainless steel
Oxide red (RAL 3009)
L6.2 × W6.2 × H6.2 cm (0.0002 m3)
0.4 kg
0.4 kg

H050101

Candleholder
Stainless steel
Oxide red (RAL 3009)
L24.5 × W18.2 × H12.5 cm (0.006 m3)
1.1 kg
0.9 kg

H050102

Candleholder
Stainless steel
Oxide red (RAL 3009)
L26 × W26 × H15.2 cm (0.01 m3)
1.8 kg
1.4 kg

H050103

Type
Material
Colour
Packaging dimensions
Gross weight 
Net weight

Art. No.

More information 
online

Price VAT excluded 65 EUR 150 EUR 330 EUR
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Holocene No. 4: John Pawson
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 Holocene No. 4: John Pawson Product specifications Dimensions (mm) 7372 Holocene No. 4: John Pawson In situ

Article-specific
information

Oil lamp
Hanger & oil canister: stainless steel
Shade: aluminium
L49.7 × W19.7 × H19.7 cm (0.02 m3)
3.0 kg
2.1 kg

H040101

Type
Material

Packaging dimensions
Gross weight 
Net weight

Art. No.

More information 
online

Price VAT excluded 440 EUR
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Holocene No. 3: Jasper Morrison
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 Holocene No. 3: Jasper Morrison Product specifications Dimensions (mm) 7574 Holocene No. 3: Jasper Morrison In situ

Article-specific
information

Candleholder
Brass
L7.9 × W9.3 × H7.5 cm (0.0006 m3)
1.6 kg
1.4 kg

H030101

Type
Material
Packaging dimensions
Gross weight 
Net weight

Art. No.

More information 
online

Price VAT excluded 170 EUR
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Holocene No. 2: David Chipperfield
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 Holocene No. 2: David Chipperfield Product specifications Dimensions (mm) 7776 Holocene No. 2: David Chipperfield In situ

Oil lamp
Brass
L12.3 × W13.4 × H7.8 cm (0.001 m3)
1.0 kg
0.8 kg

H020101

Type
Material
Packaging dimensions
Gross weight 
Net weight

Art. No.

Article-specific
information

More information 
online

Price VAT excluded 200 EUR
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Holocene No. 1: Ilse Crawford
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 Holocene No. 1: Ilse Crawford Product specifications Dimensions (mm) 7978 Holocene No. 1: Ilse Crawford In situ

Oil lamp
Brass
L15.9 × W17.6 × H9.1 cm (0.003 m3)
1.2 kg
1.0 kg

H010101

Type
Material
Packaging dimensions
Gross weight 
Net weight

Art. No.

Article-specific
information

More information 
online

Price VAT excluded 225 EUR
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Terms & 
conditions

1.  General conditions
1.1  These terms and conditions shall 
apply to all sales and deliveries of prod-
ucts from Wästberg Lighting AB and are 
included in both Wästberg Lighting AB’s 
quotes and order confirmations as well as 
in sales agreements between Wästberg 
Lighting AB and the customer (“Sales 
Agreement”). Deviating or additional 
terms and conditions must be accepted in 
writing by Wästberg Lighting AB in order 
to apply.
1.2  Wästberg Lighting AB has the right to 
modify, replace or discontinue any product 
or finishing without prior notice.
1.3  By placing an order the customer 
declares to understand and accept these 
terms and conditions.  

2.  Prices and payment
2.1  The prices stated in Wästberg Light-
ing AB’s price list exclude VAT and freight.
2.2  Payment shall be made in accord-
ance with the terms and conditions of 
payment as stated on the invoice.
2.3  Goods will be dispatched only upon 
receipt of full payment from the customer 
unless otherwise agreed.  

3.  Orders etc.
3.1  A Sales Agreement between 
Wästberg Lighting AB and the customer 
is generated through Wästberg Lighting 
AB’s written acknowledgement of the 
customer’s order.
3.2  When orders are made for goods in 
accordance with a customer specification, 
it is the responsibility of the customer to 
ensure that the applicable specification is 
complete and accurate as outlined in the 
order confirmation.
3.3  Customers may borrow sample 
goods for demonstration or testing pur-
poses if the parties agree in writing. Wäst-
berg Lighting AB will charge the customer 
for the sample goods. Upon return of the 
sample goods in its original packaging 
and in flawless condition, within the 
agreed time, the customer will be credited 
the amount charged after deducting the 
freight costs. If the sample goods are 
returned in deficient condition, i.e. more 
than normal wear and tear, the customer 
will be responsible for the costs of repair 
or new products. Wästberg Lighting AB 
will decide, in its sole discretion, whether 
a repair if sufficient or not. If the sample 
goods are not returned within the agreed 
time, the customer will not be credited the 
amount charged.
4.  Delivery terms
4.1  Wästberg Lighting AB will make all 
reasonable efforts to deliver the goods 
within the period stated in the order con-
firmation. Wästberg Lighting AB will not 
have any liability to the customer for any 
delay in delivery.
4.2  Ex Works (EXW), Incoterm 2010, will 
apply to all orders.  

5.  Defects
5.1  The customer will be responsible for 
inspecting the goods upon delivery.
5.2  Any shortage or defect shall be 
notified in writing to Wästberg Lighting AB 
within five working days from the delivery 
date.
5.3  Wästberg Lighting AB’s liability for 
defects in the products delivered shall 
be limited to an obligation to replace 
defective products with a delivery under 
the same terms and conditions of delivery. 
If the parties agree, the customer shall 
instead receive a reduction in price for 
the defective products. A product shall be 
considered defective if it deviates from 
the specifications stated in the Sales 
Agreement. Wästberg Lighting AB shall 
not be responsible for defects that are 
attributable to materials provided by the 
customer or to specifications/instructions 
from the customer.
5.4  Any claim for refund resulting from 
damage caused to products during trans-
portation should be made to the forwarder.  

6.  Returns etc.
6.1  Before a product is returned, approval 
from Wästberg Lighting AB shall be ob-
tained by the customer. Wästberg Lighting 
AB will provide the customer with a return 
item number (the “Return Item Number”).
6.2  All returns shall be sent to Wästberg 
Lighting AB in its original packaging and 
be marked with the Return Item Number. If 
the return package lacks the Return Item 
Number, Wästberg Lighting AB will reject 
the return.
6.3  Returns of goods made in accord-
ance with a customer specification are 
normally not accepted by Wästberg 
Lighting AB.
6.4  If returned goods claimed to be 
defective are subsequently found not to 
be defective then a restocking charge of 
20% of original price on standard products 
and 100% on custom made products will 
be levied in addition to the cost of testing 
such goods.
6.5  If a return is made for other reasons 
than for claimed defective goods, the 
customer will be charged a fee of 20% of 
original price on standard products and 
100% on custom made products. Notwith-
standing what is stated above, if a returned 
order of standard products exceeds the 
normal level in Wästberg Lighting AB’s 
warehouse, a return fee of 50% of original 
price will be charged. What is stated in this 
section 6.5 shall also apply in case the 
customer requests to cancel or change 
an acknowledged order and Wästberg 
Lighting AB accept such request.
6.6  The customer is responsible for all 
freight costs in case of return.
6.7  Approved returns must be sent by 
the customer to Wästberg Lighting AB’s 
warehouse within two (2) months from 
receiving the Return Item Number. Oth-

erwise the customer will not receive any 
credit or replacement goods, as the case 
may be, and the customer will lose its right 
to enforce any remedy applicable under 
these terms and conditions.

7.  Warranty
7.1  Wästberg Lighting AB gives a two 
(2) year warranty - valid from the invoice 
date - against manufacturing and material 
defects on all products.
7.2  The warranty given above will not 
apply in case of failure due to normal wear 
and tear, accidental damage or failure by 
the customer or any third party to adhere 
to Wästberg Lighting AB’s instructions or 
written recommendations.
7.3  If the conditions above are fulfilled, 
Wästberg Lighting AB will either repair 
or replace the products with new fully 
functional products.
7.4  Costs related to troubleshooting, 
disassembly, electricians and other 
installation costs cannot be charged to 
Wästberg Lighting AB.

8.  Governing law and disputes
8.1  Swedish law shall apply to the terms 
and conditions and the Sales Agreement. 
Disputes arising in connection with 
the terms and conditions or the Sales 
Agreement shall be settled in court, with 
Helsingborg District Court as the court of 
first instance.

Wästberg Lighting AB 
Box 5085
200 71 Malmö
Sweden

P +46 10 16 15 010
info@wastberg.com
wastberg.com
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